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Rugged and Waterproof & tu o
The WP Series enclosure is waterproof to an IP67 ratlng The mnnentors are rated to IP65. The enclosure, keypad
and connectors are designed for maximum durability in the harshest conditions. A sturdy carry case is available fn_:rr
field use. The case holds the instrument, sensors and standard solutions. The WP Series is equally at home in
laboratory, field or industrial environments.

A User-friendly
Fi:l::a 1 a FE‘I"-iljt e ad The 32 character alphanumern: dlsplay features a user-friendly
" 3 } menu system. This guides the user through every step of
Fafoode Fimetup operation. Full text prompting and error messages are provided.

Calibration and set-up are easy with the WP Series.

Calendar Clock

The Calendar Clock can be dlsplayed Ennllnunusly along wnth T . I;-_'!E'!F-H A l-jt
the data. The date and time are recorded with every reading
when using the Notepad and Automatic Datalogging functions. 3 1 - 1 2 1 E o E‘El " Elﬁ

Good Laboratory Practices (GLP)

[ B
Slope=]188, 8% To comply with GLP guidelines, the date, time and results of the
: S BPLE e last calibration are stored in memory, along with the instrument's
li' ol 1 ¢ 1 .2—"”3'5 1 & 8 EH serial number. This data can be displayed or printed through the

RS232 serial port. Warning of failed calibration is provided. All
readings stored in memory are recorded with the date and time.

3600 Reading Notepad

To reduce Emrr*? whezcr:j r{eﬁgga% rgaﬁagangsl t?eAWl;Eeneshha? a F’l - E'E'F‘H ES - Et
3600 reading MNotepa only). At the touch of a i .
button, readings can be recorded into memory, along with the Fi 1 ﬂﬁl 1.2: EIE= E:la

date and time. This is especially useful when taking readings in
wet environments.

. Automatic Datalogging

EQPH EE a Elt Program the WP Series to automatically log readings into
memory. Simply set the logging interval from 1 to 90 seconds, 1
Li:".:.]# 1 5'3 1 El E’ to 90 minutes or 1 to 24 hours, start logging and walk away. Up to

3600 readings can be logged, along with the date and time.

RS232 Serial Port

The WP Series comes standard w:th a RSESZ senal port {cabl&
sold separately). All readings stored in memory can be - -
downloaded to a RS232 printer or a PC. The RS232 port also Fihend Lo KR2dE
allows the WP Series to log directly to a printer or a PC. WinTPS
communication sofiware for Windows 95 and later is available.

Fi:lL.og9 Lo HMHotberad

Multiple Power Options

The WP Series has an internal rechargeable N:MH battery and includes a charger to suit country of destination. A
solar panel, charger lead for a car cigarette lighter socket or an external battery clip lead are also available.

Australian Made

The WP Series is proudly designed and manufactured in Australia. Our aim is to provide you with the best quality,
service and value for money. The TPS Quality System has been certified in accordance with 1ISO 9001:2008. Since
1968, TPS has built a reputation for excellent support and service that is second to none. Compare the list of features
with the competition. The WP Series continues to set the standard for handheld instruments.




Ordering Information

WP-80 3m ........ T 12110008

1, 3 & 5 metre options include:
1 metre bundle 121109/1:

pH Sensor, Sudfaceonly, TM. .. ... o ovieiiiissnnnaaninnnans 121207
Temparalurg Senson TM. . couve e rsseantsesssarsnsnsns 121247
pH7.00 Buffer, 200mL . ... cvavuiinnnannnanrrrssnrranssnes 121387
pH4.0 Buffer, 200mL . . oo vvvvurinsvisarissarsnsansnnasns 121381
2400 AC/DC Adaptor f Battery Charger for Australia ... ........ 130037
Manual

3 metre bundle 121109/3:

pH Sensor, Submersible, 3m. . ... . ciiiiiiiiiiiiiaiannans 11123
Temperature Senson, M. . oo vvierrnnrsonrnssssssrassssas 121255
pH7T.00 Buffer, 200mL ... oo v avvinssannnasssssnnansnsrnns 121387
pHADT Buffer, 200mbL ... .o s i i s s r e 121381
240V AC/DC Adaplor / Battery Charger for Australia ........... 130037
Manual

5 metre bundle 121109/5:

pH Sensor, Submersible, 5M. ... ... cerer e a i 111224
Temparature Sanson SM. .. .ooveiiiinaaiiinssraisarassrees 121256
pH7.00 Buffer, 200mL . ..o vvvuiiossananassassnsassnsssns 121387
pHADT Buffer, 200mbL . . ..o iinianr s s s s s s e 121381
2400 AC/DC Adaptor f Battery Charger for Australia .. ......... 130037
Manual

Options and Accessories
pH Sensor Upgrade for difficult samples such as meat, dairy, slurries...

Upgrade to Intermediate Junction pH sensor, 1m ............ 12120W1
Upgrade o Intermediate Junction pH sensor, 3m ... ......... 12120013
Upgrade to Intermediate Junction pH sensor, 5m .. .....oc0 0 12120005

pH un:m with IntngrarTamperalurt :nnslng

pH & Temp. Surfana anh,l 1m ............................. 121287
pH & Temp, Intermediate Junction, Tm. .. ......oviiiiieaian, 121284
pH & Temp, (IH40) Submersible, 1ML .. .oovvvnw e sre-c... 121280
ORP Sensors:

ORP, Surface only, T o uvvanusssanannennsssnssnsssssriis 121262
ORP, Submearsible, 1M ... ...cvvnerennenereaccassnisasans 121268
ORP, Intermediate Junction, 1M ... .. veiniiriiannrnnnaes 121269
ORP Calibration Solution, 200mL . .. ....covminsrcassisssars 121309
Computer Interface:

RS232 Serial Interface cable to connect WP to computer ....... 130041

WinTPS Communication software (for Windows 95 and |ater) . . . . 130086
Serial to USB adaptor (requires RS232 cable - 130041) ... .. ... 130087

Power Options:

12V Solarchaming panel ...... ... ocvieiniiineesiiaarias 130012
12V Car cigarefte lighter socketadaptor. . .........oo0iennan. 130046
Clip lead for external 12V battery ... ... it 130052
Cable Extension:

Exira cabie, per metre (20 metre maximum) .. ... ..covenenaa 130040
Carry case:

Aluminium Camy Cas® .. .....civviviinisiisinsansannaas 130058

L T 1211101
WP-HDD M evvnsrinimsnssrensmasnnssens 121110/3
WP-80D 5m..ccovevnns saw v enewenwuesy e 121 THS

1, 3 & 5 metre options include:
1 metre bundle 121110/1:

pH Sensor, Surfaceonly, Tm. . ....oeiiiiiiiiiiiiianananaas 121207
Temperature Sensorn, M. . ... cevreerranrsenarineransnns 121247
P00 Butler, ZD0ML ... cceasssios s nsibsssapinseessbeans 121387
pHA0T Bullor, 200ML < . o i iy sens b s b aisass s asssans 121381
240V AC/DC Adaptor / Battery Charger for Australia ., ......... 130037
Manual

3 matre bundle 121110/3:

pH Sensor, Submersible, 3m. ... ..o Ll iiiiiiiiiiiaaiaas 111231
Temperalure Senson M. ..covoiveiinniinessirinnrsannssss 1212885
PHT 00 Bumten 200 - . ccsacsrsmsnbastosdonnie smeameteas 121387
EHE0T BUler 200mb . e il i e e i s e 121381
2400 ACIDC Adaptor f Batlery Charger for Australia ... ........ 130037
Manual

5 metre bundle 121110/5:

pH Sensor, Submersible, 5M.. . ... o i iiania i ... 11122
Termperature Sensor, BM. . . .vvnurrorrsnsrasisnnansnssass 121256
e r L T R AR A SR 121387
PG Bumtar, B0 v o e et i o i wisieo o b W 121381
240V ACIDC Adaptor / Battery Charger for Australia .. ......... 130037
Manual

WP-B0M T . oo e sin s e w i e e 130055/1
1 metre bundle 130055M:

pH, Intermediate Junction, TM . .......oieiiirraieninnaas 121234
Temperature (Stab) Sensor 2m ... ... iiriiiiiaairiasaas 121249
pHT.00 Buffer, 200mL . ... it s s sn s ssra s resanarre 121387
pHA.01 Buffer, 200mL . .. oo vvvverennnnsrrsssasnnrssnannns 121381
240V AC/DC Adaptor / Battery Charger for Australia ... ........ 130037
Manual

Options and Accessories

Computer Interface:

RS232 Serial Interface cable to connect WP to computer .. ..., . 130041

WinTPS Communication software (for Windows 85 and later) . . . .
Serial to USB adaptor (requires RS232 cable - 130041) ........ 130087

Options and Accessories
PH Sensor Upgrade for difficult samples such as meat, dalry, slurries...

Upgrade to Intermediate Junction pH sensor, 1m ............ 1212001
Upgrade to Intermediate Junction pH sensor, 3m ............ 12120003
Upgrade to Intermediate Junction pH sensor, 5m . ... ..., 1212005
ORP Sensors:

ORP, Surface only, 1M . .....covincnrmcnnanasnsasnanssses 121262
ORP. Submersible, TmM .. .oinrienrrreiissiassrernnssns 121268
ORP, Intermediale Junction, 1M ... ... v ionrrrrnnnons 121268
ORP Calibration Solution, 200mL .. ....eieieiiienanaa... 121308
Computer Interface:

RS232 Serial Interface cable lo connect WP to computer .. ..... 130041
WinTPS Communication software (for Windows 95 and later) . . . . 130086
Serial to USB adaptor (requires RS232 cable - 130041) ... ..... 130087
Power Options:

12V Solarchargingpangl .. ......oviiiniiiiiiinaiiiianaa 130012
12V Car cigarette lighter socketadaplor. . ... ... ...ooinoaaan 130048
Clip lead forexternal 12V battery . ........covivnniinnieneas 130052
Cable Extension:

Exfira cable, per metre (20 metre maximum) .. ......covvensns 130040
Carry case:

Aluminkm Cany CBAB .. .iiivsivssssssnsnsssassisaidiass 130058

Power Options:

12V Solarcharging panel . ... ....uiveiaiiiiannicnnisnnens 130012
12V Car cigarette lighter socketadaptor. ... .........c0vveans 130046
Clip lead for external 12V battery .......... ..o oo, 130052
Cable Extension:

Extra cable, per metre (20 metre maximum) .. ............... 130040
Carry casa:

Aluminium Camy CBER . ..cvivriiimsmmsmsrnssncrrrorans 130059

Uses Bendall's equation for meat pH testing.
2600 reading notepad only



Orderlng Information

WP-B4 1M ..cvnrronnnoansanscasas ceseena. 1221591
WP-B84 3m...... e 122159/3
WP-BA 5IM ..veereennneinneannannennns 122159/5
1, 3 & 5 metre Options Include

1 metre bundle 1221591

k=1.0 Cond/ATCMemp im, plastic.. . .....cooiviiinvanrnanas 122201
276 mSiem Cond Standard, 200mL. . .. ....viviiiininannans 122306
240V AC/DC Adaptor [ Battery Charger for Australla . .......... 130037
Manual

3 metre bundle 122159/3:

k=1.0 Cond/ATCITemp 3m, plastic .. .....oiivniiinnnnnnians 122236
2.76 mSicm Cond Standard, 200mL. .. ..o cvviniiviiieiaanes 122306
240V AC/DC Adaptor / Battery Charger for Australia ... ........ 130037
Manual

5 metre bundle 122159/5:

k=1.0 Cond/ATCMemp Sm, plastic.. . ... ..o ciieiiviiinnians 122188
2.76 mSfem Cond Standard, 200mL. . ... .covnvvreirncnnnss 122306
240V AC/DC Adaptor / Battery Charger for Australia ........... 130037
Manual

Options and Accessories

Computer Interface:

RS232 Serial Interface cable to connect WP to computer . ...... 130041

WinTPS Communication software (for Windows 95 and later) . . . . 130086
Serial to USB adaptor (requires RS232 cable - 130041) . ..... .. 130087

Power Options:

12V Solar charging PANEL . . ...\ oovrenrrnerreeereeanins 130012
12V Car cigarette lighter socketadaplor. .. .......coavnnninn 130046
Clip lead for extemal 12Vbattery . .......oovviiiieranirnss 130052
Cable Extension:

Exira cable, per metre (20 melre maximum) . ................ 130040
Carry case:

Aluminium Camy CaBB . ......covviinnaernsessisesssbinna 130059

nterchange lon;
Choose between k=0.1, k=1 and k=10 Range Conductivity Sensors

1 metre Plastic {for 1 metre bundle 122159/1)

k=10 Cond/ATCTemp Im, plashic, . ... c.vveieininrannssnans 122221
k=0.1 Cond/ATCMemp Tm, plastic .. ... ... . ... ... oaas 122235
3 metre Plastic (for 3 metre bundle 122159/3)

k=10 Cond/ATC/Temp 3m, plashic. .. .....ovvecsireeearenans 122237
k=0.1 Cond/ATCTemp 3m, plastic .......ccociiiieaninrenas 122238
5 metre Plastic (for 5 metre bundle 122159/5)

k=10 Cond/ATC/Temp 5m, plastic. . ... .....ccceieecnannnaans 122219
k=01 Cond/ATCMemp Sm, plastic .. ....covrervrrsniissssas 122189
1 metre Glass (for 1 metre bundle 122159/1)

k=1 Cond/ATC/Temp 1m, glass. . ... ....cooiiivinierasieaas 122216
k=1 Cond/ATC/Temp Low Volume, . ... ... cociiiiiiininnns 122214
k=10 Cond/ATC/Temp 1m, QIas5. . . ..o vuvrrrvcnroeernaccnns 122212
k=0.1 Cond/ATCTemp 1m, glass . ... o.oivvvnieiinreaiaea. 122229

121132A1
WP-B1 3m .......ccvus TRy iy v )
WUPEET BN o wvaricics: revsi i o ha e 121132/5
1, 3 & 5 metre Options Include
1 metre bundle 1291321:
pH Sensor, SurfBce only, TM . .. icvrversismnansarsnsrsnsins 121207
k=1.0 Cond-ATC-Temp Tm, plastic . .. .......coiiiiinnnnnn, 122201
pHT. 00 Buffer, 200mL . ... ..0venrmrrrcnrrcnnaressannsans 121387
pH4.01 Buffer, 200mL . . . 121381
2.78 mS/em Cond Standard ZUDmL ........................ 122306
2400 AC/DC Adaptor / Battery Charger for Australia . . .. . 130037
Manual
3 metre bundle 121132/3:
pH Saensor, Submersible, 3m .. ... ciiiii i 11231
k=1.0 Cond-ATC-Temp 3m, plastic . ... ... iiiiirrnnninns 122236
pHT:D0 Bulfer: 200 . i bt wiia s ie i Wamiin 5o 5 e d bk s e 121387
pHA.01 Buffar, 200ML . .o ovhvnviavrssrrisssrnnssssrnsass 121381
2.76 mSicm Cond Standard, 200mL. . ......cvimiiviiiniinss 122308
240V AC/DC Adaptor / Battery Charger for Australia ... ........ 130037
Manual
5 metre bundle 121132/5:
pH Sensor, Submearsible, 5M. .. . ... c.cciiiiniaciiiriiass 111224
k=1.0 Cond-ATC-Temp 5m, plas!lc ......................... 122198
pHT.00 Buffer, 200mL . ... .0t e e inrrnnsrasrrnaanrnnears 121387
pHA.O1 Bulfer, 200mlL. . . ..o vi i sibsinsisanssassresnnsnss 121381
2.76 mSfcm Cond Standard, 200mL. .......cccvvvnrnninnnnes 122306
240V AC/DC Adaptor / Battery Charger for Australia ........... 130037
Manual
Options and Accessories
pH Sensor Upgrade for difficult samples such as meat, dairy, slurries...
Upgrade to Intermediate Junction pH sensor, 1m ............ 1212001
Upgrade to Intermediate Junction pH sensor, 3m ............ 12120073
Upgrade to Intermediate Junction pHsensor, 5m .. ... ...000 12120005

ORP Sensors:

ORP, Surfaca only, 1M .oy iuuivicesurrrsirssnsnsssessnnss 121262
ORP, Submersible, 1M ... ... ni i i rnaaae... 121268
ORF, Intermediate Junction, 1n1 ........................... 121269
ORP Calibration Solution, 200mL .. .....convrnrioneasisas 121309

Computer Interface:

RS232 Serial Interface cable to connect WP to computer . ...... 130041
WinTPS Communication software (for Windows 95 and later) . . . . 130086
Serial to USB adaplor {requires R5232 cable - 130041) ........ 130087

Power Options:

12V Solarchamgingpanel . ........cciiiminnivnnranrassiss 130012
12V Car cigarette lighter socketadaptor. . .. ... ... . ... .. 130046
Clip lead for external 12V battery .. ....oocvvvvnvannrenan. .. 130052
Cable Extension:

Extra cable, per metre {20 metre maximum) ................. 130040
Carry case:

Aminium CAITY CBBB . .o cvvicsens brsssesssnisssissniiss 130059

Interchange ion;
Choose between k=0.1, k=1 and k=10 Range Conduclivity Sensors

1 metre Plastic (for 1 metre bundle 1211321"1]

k=10 Cond/ATC/Temp 1m, plastic. . . R AP eIy 7 4y |
k=0.1 Cond/ATCMemp Im, plastic ..........c.cccoiiiiiinnnnn 122235
3 metre Plastic (for 3 metre bundle 121132/3)

k=10 Cond/ATC/Temp 3m, plastic. .. .........cooiiiiiainen. 122237
k=0.1 Cond/ATC Temp 3m, plastic . ........ovveenrvrnnnrnns 122238
5 metre Plastic (for 5 metre bundle 1211 3215}

k=10 Cond/ATC/Temp 5m, plastic. . y e e pi e VR 15
k=0.1 Cond/ATC/Temp Sm, plastic .. ... .. ... .. ... .ot 122189
1 metre Glass (for 1 metre bundle 121132M1)

k=1 Cond/ATC/Temp 1m, glass. .. ... ovviirriesnesracnanss 122216
k=1 Cond/ATCMemp Low Volume. . .. ...cooveiiiianncncanas 122214
k=10 Cond/ATCTemp Tm, glass. . ... ovvvrr v iinnann s 122212

k=0.1 Cond/ATCITemp 1m, glass . . .......ccovviiinnncnaass 122229



Ordering Information
- i - ~ e r— == Erd -

WP-32 1M ...vevsrrvsvasssaas ceesnnnases 12314TH
WP-32 3M .covvnnrnnsrnsssans casaesaaaes 12314713
WP-82 5m....oovveuss A T 12314715

1, 3 & 5 metre Options Include
1 metre bundle 123147/1;

DO2 Sensor-ED1(nocabla) .. ....covviiinrnnnnnrrnnnnnns 123400
Imcablator Sensor BEDT) .. oo i s s e 123228
Sanaor Guand (ER1) i e viirsnmssrvmsnses womn s sssasses s 123202
Membrane & filling solution kit. . ... ... iiiiiiiiiaiaas 123301
2400 AC/DC Adaptor / Battery Charger for Australia ... ........ 130037
Manual

3 metre bundle 123147/3:;

DO2 Sensor-ED1 {nocable) . .....oovvviinrnnnsnnnsnnanns 123400
3mcablefor Sensor (EDM) . ....oviviiineiarinsnsionnnanas 123230
Sanmor Guard [EDAY . ..o v e rnn s ven s v s s a st s e sns 123202
Membrana &filing solution kit. . . . ....oiiiiniiiiiniiiiniaa 123301
240V AC/DC Adaptor / Battery Charger for Australia ... ........ 130037
Manual

5 metre bundle 123147/5;
DO2 Sensor-EDT{nocable) . ....ccovvivvennrrenrrnnnns.. . 123400

Smcablefor Sensor (ED1) . ..o ovv i isiisiiiiniiinnaanns 123232
SensorGuard (ED1) . ... ciivevierinstnnnssnnassnsnssssns 123202
Membrane & filing solution kit. . .. .....oviiiiiiiiaiiiniias 123301
2400V AC/DC Adaptor / Battery Charger for Australia ... ........ 130037
Manual

NP.82Y

3 . it pielel = :
WPBXY Imci cineiivianaiatesinmesibae s - 1231481
WPB2Y 3 i simiaiddsn i 123148/3
WP-B2Y S vvunssinsowmuaiins s mens das ... 123148/5
1, 3 & 5 metre Options Include
1 metre bundle 123148/1:

D02 Sensor YSISTI8 (nocable). .. ..o e v vcvnninnnannraas 123204
1m cable for Sansor [YSIG738). ... viiiianianiiniananaas 123212
Membrane & filling solutlon kit. . .. ....coovrnininnieianreans 123300
240V AC/DC Adaptor / Battery Charger for Australia . .......... 130037
Manual

3 metre bundle 123148/3:

D02 Sensor YSI5739 (nocable). . ......covvvinvnnnnn. ... 123204
3m cable for Sensor (YSI5730). . oo vviianincanassarsnnnns 123221
Membrane & filling solution kit. . ... ........oiriiiiniiiann 123300

240V ACIDC Adaptor / Battery Charger for Australia ... ........ 130037
Manual

5 metre bundle 123148/5:

DO2 Sensor ¥YSI5738 (nocable). . oo o v vniiiiiiiniiiniaaas 123204
5m cabla for Sengor (YSIETI). . ..o vviiiiiniiiins i 123222
Membrane & fillng solution Kit. . ... . ...covvnrnrironnnennnans 123300

240V AC/DC Adaptor f Battery Charger for Australia . .......... 130037
Manual

Options and Accessories

Dissolved Oxygen Sensor Field Stirrer:

¥EISTAS D02 Sanmor ST . . o cccosiasssscissioseriissns 123306
(Separate battery source requirad)

Options and Accessories
Dissolved Oxygen Sensor Maintenance:

Membrane & filing solution kit, . . ... oooiiiiiiiiii i e 123301
Filing Soltion, 4Bmb .. vvasus s smsmmmassamsnersaes s oy s 123303
Zero calibrate Sodium Sulphite . . ... ... . oo iaaiin i 123302
BOD Botle Adaptor (ED1). ..« v vvvvininsernnnnnnnansssssq 123201
Computer Interface:

R5232 Serial Interfaca cable to conneclt WP lo computer . ...... 130041
WinTPS Communication software (for Windows 95 and later) . . . . 130086
Serial to USE adaptor (requires RS232 cable - 130041) .. ..., 130087
Power Options:

12V Solarcharging pangl .. .....ovrinrrernssrnenaeaa-... 130012
12V Car cigarette lighter socket adaptor. ... ........o00e 000 130046
Clip lead for external 12V battery .....ovienrreireccrsrssnas 130052
Carry case:

Aluminium Camy Casl . .....cvsevrrininarsasnannrsnanaas 130059
Note:

(Whilst longer cable lengths are available, please note that the maximum
submersion depth for the ED1 123400 sensor is § metres)

ﬁ ..-'.-_.'. r’i;"-: Ve
BOD Dissolved Oxygen Sensors:

Y5l non-stiming BOD Sensor . . ....ovvveavivcansrrnsanssns 123214
{1.5m cabla)
¥'S1 self-stirring BOD Sensor (Mains power required) . ......... 123213
{1.5m cable)
Dissolved Oxygen Sensor Maintenance:

15739 Fi irri
Membrane & filling solution Kit. . . . ...coviiiiieiiiinianaian. 123300
Filling Solubiain, 45k . .. e ma T L s R 123303
Zero calibrate Sodium Sulphite. . ... .o vivniriannnrena. . 123302
Rejuvenation k. .. ... cveiiciir i s e i s aaaan 123307
Diaphragm replacement kit (YSI15739 Sensoronly)............ 123304
Y5 Self-Stiming BOD Sensor
Membrana Cap kit ... .ovviiiiiiniiitinasitissianananis 123308
Computer Interface:
R5232 Serial Interface cable o connect WP Lo computer . ... ... 130041
WinTPS Communication software (for Windows 95 and later) . ., . . 130086
Serial to USE adaptor (requires RS232 cable - 130041) ........ 130087
Power Options:
12V Solarchargingpanel . ......oiiiiiniiniiiiiiaiiiinans 130012
12V Car cigarette lighter socketadaplor. . ...............c... 130046
Clip lead for external 12V battery . ............covvonen.... . 130052
Cable Extension:
Exira cable, per metre (20 metre maximum) . ........venne-- 130040
Carry case:

Aluminium Camy Case .. ....vvierinnirensirensasessaaess 130058



Ordering Information

WP81 M. civverccnsnnas AR R A 12315011

WPS1 3m..... T ceeneas 12315013
WP-91 5m .. vomevvsans R 123150/5

1, 3 & 5 metre Options Include
1 metre bundle 123150/1:

pH Sensor, Surface only, TM. . ..o v irisscsassasanananauns 121207
DOZ Sensor ¥YSIS738 (nocable). .. ..o viinnivnineiansins 123204
1m cable for Sensar (YSISTI). .. .. ..o iiiviviiiannniirsrns 123212
Membrane & filling solution Kit. . .. ........ooviiaiieaa.. .. 123300
pHT.00 Buffer, 200ML . .. ... oovnemnernrnnnrnneanncenncas 121387
pH4.00 Buffer, 200mbL .. ..o v vvve o rrsranaasssnansnrsnnes 121381
240V ACIDC Adaptor / Battery Charger for Australia . .......... 130037
Manual

3 metre bundle 123150/3:

pH Sensor, Submersible, 3m. . ... ccire i iii i ii i i 11120
DO2 Sensor YSIST30 (nocable). . ....ooviviiiininananninas 123204
Amcable for Sensor (YSIS739). . ..o v iivi i i 123221
Membrane & filing solution kit. ... ... ooiiiiiiiiiiiiiiiaaas 123300
pHT. OO0 Buffar, 200mML . ..o vvvvneconrrssssrsssssnsssnrnnns 121387
pHA 00 Buffar, 200mL . . .. .oviiiiiiinreaireansnasrinsinan 121381
240V AC/DC Adaptor / Battery Charger for Australia . .......... 130037
Manual

5 metre bundle 123150/5:

pH Senzor, Submersible, 5m. . ... cccvreisrsirsssranarrans 111224
DOZ Sensor YSI5738 (nocable). . .. ..ovies i caiiiiniiiinaan 123204
5Sm cable for Sensor [YSI5738). .o v cvvivissnsssnranninsesas 123222
Membrane & filling sofution kit, . .. ... ..o i iaiiiiiiaan 123300
pHT.00 Buffer, 200mL . . .. 121387

pH4.00 Buffer, 200mL . A 121381
240V ACIDC Adaptor / Eaﬂer:,r Charger far Aualralla ........... 130037
Manual

Options and Accessories
PH Sensor Upgrade for difficult samples such as meat, dairy, slurries...

Upgrade to Intermediate Junstion pH sensor, 1m . ... ........ 1212001
Upgrade lo Intermediate Junction pH sensor, 3m .. ........-. 121200/3
Upgrade lo Intermediate Junction pH sensor, 5m ... ..... ... 12120005

WP-BB 1m .......ccccvinunns wisie s nevades 1291881
WP-88 3m ....... R el B R R R T R A 12518813
WPE8 5m .......cciviuunn s s TES 1885
1,3 & Smelra Options Include

1 metre bundle 125188/1:

Turbidity Sensor, nocable. . ... iiiiiiiiiiiiiiii i 125186
Detachable Cable for Turbidity Sensor, Tm. . ... ... . ccoovnns 125185
800 NTU Diluted Turbidity Standard, 200mL. . . ............coun 125220
90 NTU Diluted Turbidity Standard, 200mL. . ....ovvveeene. .. 126216
Black Calibration Boltle, 200mL x 2. .........covvevrrcnnncns 125300
240V AC/DC Adaptor / Battery Charger for Australia ........... 130037
Manual

3 metre bundle 125188/3:

Turbidity Sensor, nocable. .......coeiiiireiiiieriianees 125186
Detachable Cable for Turbidity Sensor 3m. . ..covcevsrrannans 125183
800 NTU Diluted Turbidity Standard, 200mL. . ..... ... ... ... 125220
80 NTU Diluted Turbidity Standard, 200mL. .. .......oviaeaens 125216
Black Calibration Bottle, 200mL X 2. . . ... v cvvvsrncnrrenesas 125300
240V AC/DC Adaptor ( Battery Charger for Australia ........... 130037
Manual

5 metre bundle 125188/5:

Turbbdily Sensor. nocable. ... .ovrreiririvresnciiierainias 125186
Detachable Cable for Turbidity Sensor, 5m. .. ................ 125187
800 NTU Diluted Turbidity Standard, 200mL. ........0ovvenas 125220
80 NTU Diluted Turbidity Standard, 200mL. .. .........ciuues 125216
Black Calibration Bottle, 200mL X 2. . .. .. ovvuvivnnivrrnnnnis 125300
240V AC/DC Adaptor { Battery Charger for Australia .. ......... 130037

Manual

ORP Sensors:

ORP, Surfaca only, 1M . ....cvveccsssnimnmranannanssrrecs
ORP, Submarsible, TM ... ....ivvrciiiasninnninsssasssas
ORP. Intermediate Junclion, 1m . .. .covcivirrasarsrnsannnas
ORP Callbration Solution, 200mL .. .. ... i iaiivicnaaisnss

Dissolved Oxygen Sensor Field Stirrer:
YEI5T30 D02 Sensor SHmer .. ... ... i i
{Separate battery source regquired)

BOD Dissolved Oxygen Sensors:

YSinon-stiming BOD Sansor ... ....cvvviciissananasranass
(1.5m cable)

Y5 self-stiming BOD Sensar (Mains power required) .. ........
(1.5m cable)

Dissolved Oxygen sansnr Maintenance:

Mo B
Membrana & filling suduunn M, e e b e T R
Filling Solution, 45mL . ....c.ovvuerisiiarairnsnarrrnnsens
Zero callbrate Sodium Sulphite. . ... ..o iini i ia s
Reveralon Kit. . o o sanms mns ssmss « sppnsmmssn s s
Diaphragm replacement kit (YSI5739 Senseronly)............

Y5 Self-Stiming BOD Sensor
Membrang CEPp KR ....vvvnrerrcicsnsisssionsnanssansnnn

Computer Interface:

RS232 Senal Interface cable to connect WP to computer . ......
WinTPS Communication software (for Windows 85 and later) , . . .
Seral to USB adaplor {requires RS232 cable - 130041) ........

Power Options:

12V Solarchargingpanel ,.........cccereisccansscnannnns
12V Car cigareite lighter socket adaplor. .. ... .oovvevrvennes
Clip lead for extemnal 12V battery .. ....cccvvvcrrssrrnanrnes

Cable Extension:
Extra cable, per matre (20 metre maximum) ....... .0 00ne

Carry case:
Aluminium Carry Casd ......cvvuiinrnnnnsnsnnsrnensnsss-

Optional and Accessories
Sensor Protector:
Sansor Probector COVar. .. .ovvevircnnirnariassiosisansss

Computer Interface:

RS232 Serial Interface cable o connect WP to computer . ... ..
WinTPS Communication software (for Windows 95 and later) . . ..
Serial to USB adaptor (requires RS232 cable - 130041) ........

Power Options:

12V Salar charging panel .
12V Car cigarette lighter socket adaptor .....................
Clip lead forexternal 12V battary .. ....coviiiniiinnninnans

Cable Extension:
Extra cable, per metre (20 metre masximum) .. ...

Carry case:
Aluminium Camy Ca58 ......vvveereneisrrassssasssnnnas

Turbidity Standards:

Primary Standards:
1800 NTU Primary Turbidity Standard, 200mL . . ... ... ... ...
Diluted Standards:
90 NTU Diluted Turbidity Standard, 1Litre .. . ....... ... ...,
90 NTU Diluted Turbidity Standard, 200mbL. ... .. .covvvvunnas
180 NTU Diluted Turbidity Standard, 1 Litre .. ....... ...
180 NTU Diluted Turbidity Standard, 200mL. .. ...............
360 NTU Diluted Turbidity Standard, 1Litre ..................
360 NTU Diluted Turbidity Standard, 200mL. . ........... ...
900 NTU Diluted Turbidity Standard, 1 Litre . ... _............
900 NTU Diluted Turbidity Standard, 200mL. . ......ccovvieenn

121262
121268
121269
121309

123214

123213

125224

125214
125216
125200
125202
125204
125206
125218
125220



WP-30 meter includes:

(lon sensors sold separately)

Temperalure Sensor, TM. . vvuicersrssasssasansarssnnnns 121247
240V AC/DC Adaptor / Battery Charger for Australia ........... 130037
Manual

Optional lon Selective Electrodes

uniPROBE Fluoride Combination ISE, Tm ........covvniians 121560
uniPROBE Chioride Combination ISE, Tm..........00vr..... 121570
uniPROBE lodide Combination ISE, 1M .. ...covvvennnnean... 121580
uniPROBE Cyanide Combination ISE, 1m .. ... .ociienvnnnnn 121580
uniPROBE Bromide Combination ISE, 1m . ............ .00 121600
uniPROBE Sulphide Combination ISE, 1M, .. ..covaiiianen 121610
uniPROBE Ammaonia Combination ISE, Tm ... ..ovvivvnnss 121700
Options and Accessories

pH Sensors:

pH Sensor, Surface only, TM. ... oo vrrveersssssrranaans 121207
pH Sensor, Submersible, TmM. ....oviviiiiiimrirasseraraias 121227
pH Sensor, Intermediate Junction, Tm ... ... ooiiiiiiaa 121234

ORP. Surfaca ofily, 1M« .oveiiniiaserimsiass i dnanasres 121262

ORP, Submersible, 1M . ..ovvvusirasniranssrrnmnsrerasss 121268
ORP, Intermediate Junction, 1m .. .. ...ooiinnviirrnrananns 121268
ORP Calibration Solution, 200mL . .....ciirriieininiseesans 121309
Computer Interface:

RS232 Serial Interface cable to connect WP to computer ....... 130041
WinTPS Communication software (for Windows 95 and later) . . . . 130086
Serial to USB adaptor (requires RS232 cable - 130041) ........ 130087
Power Options:

12V Solarchargngpanel ......cccviviiiiinrnniarensasceas 130012
12V Car cigarette lighter socketadaplor. .. ... ..o cceevvvnnnn 130046
Clip lead forextemal 12V battery ... ovviiivriininiarnns 130052
Carry casa:

Aluminium Camy Ca58 ......vuoveiiaiaratrrasrersrsronsss 130059

WPBT1m ........... B A Y R R e 1241101
1 metre bundle 124110/1:

Temperature SENSOL TM. . oo ove i siriivanianassnarinsinss 121247
240V AC/IDC Adaptor / Battery Charger for Australia .. ..., ..., 130037
Manual

Optional and Accessories

Temperature Sensors:

Extra Temperature Sensor, TM .. ..ot ivearassinrainsanas 121247
Stab Type Temperature Sensor, Rugged Handle, 2m. .......... 121249
Mini Stab Type Temperature Sensor, 3mm dia, Tm............. 124220
Heavy Temperature Sensor, 16mm dia, for compost etc. 2m . . . .. 114202
Custom Body Temperature Sensor, WP & Aqua Series ... ...... 124207

(Must specify requirements)

£ AT

= it e = =
WUPSBTT BN i mcciins vc  wer o wn smwmce 1241201
1 metre bundle 12412001
Temperature Sensor, 3mmdia, 1M . ... iiiiiiiiiiiiianaies 124204
2400 AC/DC Adaptor / Battery Charger for Australia . .......... 130037
Manual
Optional and Accessories
Temperature Sensors (K Type Thermocouple) :
Extra Temperature Sensor, Immdia, 1M . .....cvviivnrannnns 124204
AlrfGas Temperature Sensor, 1M . ... ..ot iiiiianiiianaaas 124205
Flat Surface Temperature Sensor, TM. . ... oo oiieiiiiniainnns 124203
Custom Thermocouple Temperaturg Sensor. . . ... vceveeneans 124206
(must specify requirements)
Computer Interface:
RS5232 Serlal Interface cable to connect WP to computer . ...... 130041
WinTPS Communication software (for Windows 85 and later) . . . . 130086

Serial to USB adaptor (requires RS232 cable - 130041) ........ 130087

Computer Interface:

RS232 Serial Interface cable to connect WP to computer . ...... 130041
WinTPS Communication software (for Windows 85 and later) , . . . 130086
Serial to USB adaptor (requires RS5232 cable - 130041) .. ...... 130087
Power Options:

12V Solar charging Panal . . ... .ovrevsniamrrrsrnasrossinns 130012
12V Car cigarette lighter socket adaptor. .. ... ..ooovinnnn 130046
Clip lead forexternal 12Vballery . ......ooocvivrinnrransn-- 130052
Carry case:

Aluminium Camy CaBE . ....ovveercsrsrassicassinssaninna 130059

Power Options:

12V Solarcharging panel . ....ovvvirrinneririnseasrisssss 130012
12V Car cigarette lighter socketadaptor. .. .. ... .. ... ... ... 130046
Clip lead forexternal 12V battery ... ... .ciiiiiiiiiiiaanns 130052
Carry case:

Aluminium Camy Case ... . covrenirasrrsaiascasstnsnan 130039

Type K Thermocouple temperature sensor with standard mini plug.



| Model pH | ORP|Conduct-| TDS | Salinity | Dissolved |Specific | Tempera- | Turbid-| Notes
ivity Oxygen | lon ture ity

WPB0 |® | @ o pH or ORP (supplied with 1x pH sensor only)
WP-80D| » | ® ) Dual channel pH or ORP (supplied with 1x pH sensor only)
WP-EOM| @ | » @ Meat pH testing with Bendall's equation (2600 note pad)
WPg1 [@| ® » o @ o pH or ORP, Conductivity, TDS & Salinity with auto-ranging
WP-82 » o Uses TPS ED1 Dissolved Oxygen sensor (5Sm depth max)
WP-82Y o @ Uses YS! Dissolved Oxygen sensor (20m depth max)
WP-84 " o o @ Auto-ranging Conductivity, TDS & Salinity
WP-87 ° Dual channel thermometer
WP-87T i Dual channel thermocouple thermometer (K type)
WP-88 ® @ | Turbidity for field use (2000 NTU max])
WPaD = | @ o @ Specific ion (ISE sensors sold separately)
WP31 |@| @ & @ pH & Dissolved Oxygen uses YS| sensor (20m depth max)

WP Series General Specifications

Enclosure Battery Saver
Tough, anti-static Luran-S plastic case, waterproof to IP&7. L Auto switch-off after 5 minutes.
Connectors waterproof to IPG5. ik o e NS N o Continuous use.
Display Power
32 character alphanumeric LCD with user-friendly menu 6V NiMH Rechargeable Battery for 25 to 100 hours of use
system and full text messages. depending on model. Battery charger for 240 or 110 V AC
Memory supplied. Battery can be charged from any 12V DC power
3600 readings, including date and time. (2600 for WP80M) noures:

Dimensions
Automatic Logging
User-set for one reading every 1 to 90 seconds, 1 to 80 L el
minutes, or 1to 24 hours. Mass

Instrumentonly . & -« 25 v vw s e Approx 520 g
RS232 Qutput ;
300, 1200, 9600 & 19,200 Baud. Fullbundle. . . .+ .. Upto 2.5kg, depending on model
8 Bits, No Parity, 1 Stop Bit, XON/XOFF. Environment
Clock TOMPBIAIIIE . v o 5o s 4w 50 ool aom e 0t045°C

24 HDUTBE|EI'I[13I‘ ClDGk. Humidii}' .................. Utﬂ gﬁnfb R-H.

Protect your investment with the optional aluminium carry case. The case
holds the instrument, sensors, calibration solutions and battery charger.

Part No 130059




Mode Range(s) Resolution Accuracy General Specifications
pH 0 to 14.00 pH 0.01 pH +0.01 pH » Auto Standard Recognition of pH4.01, pH6.86,
pH7.00, pH9.18 and pH10.01 buffers.
¢ -1.00to+1.00 pH Asymmetry range
¥ 85.0% to 105.0% Slope calibration range
¥ >3x 10" Ohms inputimpedance
* Automatic or manual temperature
compensation, 0 to 100 °C. The WP Series
automatically detects whether or not the
temperature sensor is connected.
ORP 0 to +500.0 mV 0.15 mV +0.3 mV 3 Factury.sﬂt calibration
0to +1500 mV 1 mv . mv » Temperature compensation not applicable
(Auto-ranging)
Specific Auto-ranging in units of ppM, 3 significant +Least significant | » Any two calibration standard values can be
lons ppK, and Molar. digits digit user-set. The Secondary standard must be at
least 2 to 100 times higher or lower than the
Primary standard.
* Auto detection of Offset at calibration.
+ 50.0% to 110.0% Slope calibration range
» >3x10" Ohms inputimpedance
» Automatic or manual temperature
compensation, -5 to 100 °C. The WP Series
automatically detects whether or not the
temperature sensor is connected.
Conductivity | k=10 Sensor 0 to 200.0 uS/cm 0.1 uSiem +0.5 % of full » Auto Standard Recognition values of:
0to 2000 uSiem |1  uSlem scale of selected 150 uSfcm, 1413 uSlcm, 2.76 mSlicm,
0t0 20.00 mS/em | 0.01 mSicm range at 25.0 °C 12.88 mSicm, 58.0 mS/em
00 200.0 mSfem | 0.1 mSicm » Span calibration range 75% to 133% of
k=1.0 Sensor 0 to 20.00 uSicm 0.01 uS/em nominal k factar
0to200.0 uS/em | 0.1 uSfem » Automatic temperature compensation,
0 to 2000 uSicm 1 uSicm Sto70°C
0to 20.00 mSicm | 0.01 mSiem
k=0.1 Sensor 0 to 2.000 uSicm 0.001 uSicm
0 to 20.00 uSicm 0.01 uSicm
0 to 200.0 uSicm 0.1 uSlem
0 to 2000 uSicm 1 uSfcm
TDS k=10 Sensor 0 to 100.0 ppM 0.1 ppM £0.5 % of full » Calibration with conductivity standards in
0to 1000 ppM 1 ppM scale of selected conductivity mode only
0o 10.00 ppK 0.01 ppK range at25.0°C | » TDSfactor0.40t01.00 (defaultvalue 0.65)
0to 100.0 ppK 0.4 ppK » Automatic temperature compensation,
k=1.0 Sensor 0 to 10.00 ppM 0.01 ppM -5t070°C
0 to 100.0 ppM 0.1 ppM
0to 1000 ppM 1 ppM
0 to 10.00 ppK 0.01 ppK
k=0.1 Sensor 0 to 1.000 ppM 0.001 ppM
0 to 10.00 ppM 0.01 ppM
0 to 100.0 ppM 0.1 ppM
0to 1000 ppM 1 ppM
Salinity k=0.1 Sensor 010 0.10 % 0.01 % 0.5 % of full » Calibration with conductivity standards in
0to1.0 PSU 0.1 PSU scale of selected conductivity mode only
k=1.0 Sensor 0to 1.19 % 0.01 % range at25.0°C | » Automatic temperature compensation,
0to 11.9 PSU 01 PSU -5to70°C
k=10 Sensor 0to 8.00 % 0.01 %
0 to 80.0 PSU 01 PSU




Mode Range(s) Resolution Accuracy General Specifications
Dissolved | 0.00 to 20.00 ppM (mgiL) 0.01 ppM (mg/L) | +0.2% of full scale | » Automatic calibration atZeroand inAir.
Oxygen 20.0to 40.0 ppM (mg/L)* 0.1 ppM (mglL)* | of selected ppM » 0% to 7.5% Zero calibration range.
0.0 to 240.0 % Saturation 0.1 % Saturation | range ¥ 65% to 200% Span calibration range WP82Y
240 to 450 % Saturation’ 1 % Saturation®| +0.3 % Saturation | , 70% to 135% Span calibration range WP82
0.0 to 450 % Gaseous 0.1% Gaseous | +0.1 % Gaseous | ) galinity correction, userset0to 50.0ppK NaCl.
45 10100 % Gaseous’ 1 %% Getons’ ¢ Barometric pressure correction, user-set
from 500 to 1100 HPa.
¢ Altitude correction, user-set from 0 to 5000m.,
» Automatic temperature compensation
-5to 50°C for:
1. Membrane permeability
2. Oxygensolubility in ppM mode
* These ranges on WP-82Y & WP-91 only.
Turbidity 0.0 to200.0 NTU 0.1NTU +1 NTU » Zero Calibration range 0to 15.0NTU
200 to 2000 NTU 1 NTU » Span Calibration range 90.0 to 110.0 %
¥ Turbidity Standards
LowRange.....30.0to180.0NTU
HighRange ....300 to2000 NTU
» 90° measurement technique as per ISO7027.
Temperature | .10.0 to 120.0 °C All other WP's | 0.1°C +0.2°C » Calibration against reference thermometer,
-45.0 to 120.0 °C WP87 only 0.1°C +0.2°C » Sensor Offset range-10.0to +10.0°C
-99.9 to 200.0 °C WPBTT only 0.1°C +0.2°C » The following temperature limits apply to
200 to 1200 °C WPBTT only 1% +1.0% SENsOrs...
Temperature probe :120°C
pH,ORPorlonSensor  : 60°C
ConductivityTDS sensor : 60°C
Dissolved Oxygensensor : 45°C
Turbidity Sensor : 60°C

Measurement Options
Differential Readout

Maximum / Minimum Readout

Response Time

Calibration

Measure in °Celcius, *Fahrenheit and "Kelvin.

Additional Specifications for WP-87 & WP-87T

80% of final value within 7 seconds using standard sensor in liquids or solids.

The WP-87 &WP-87T can be set to display the difference between channels Aand B.

The WP-87 & WP-87T can be set to record the maximum and minimum temperature data for each channel. The maximum
and minimum data is continuously updated automatically.

Automatic 2 point calibration. Simultaneous calibration of both channels is provided.

ABMN. 30008773371

TPS reserves lhe right to
change this specification
without naotice.

Version 5.1, 1-July-2011.
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International . . .
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International . . . .
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. B1 7 32 900 400
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